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Park Manager: Richard Benson,  425.766.2083

DON HOCH,  DIRECTOR

STEVE S. MILNER, SECRETARY DOUGLAS D. PETERS

LUCINDA S. WHALEY, CHAIR

KEN BOUNDS

PATRICIA T. LANTZ, VICE CHAIR MARK O. BROWN

RODGER SCHMITT

SUNSET BEACH BATHHOUSE
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1)The play area must be provided with an
accessible parking stall and an
accessible route of travel. 
2) Play area specifications and details
showing compliance with Section 1108,
2012 ICC A117.1 shall be provided to
City of Issaquah DSD (via
mybuildingpermit.com) for review prior to
installation.

SW16-00001



Park Manager: Richard Benson

LAKE SAMMAMISH STATE PARK-
LAKE SAMMAMISH PLAYGROUND

 

LAKE SAMMAMISH STATE PARK PLAYGROUND IS ANOTHER

CAPITAL PROJECT PHASE AS PART OF THE LAKE SAMMAMISH

STATE PARK MASTER PLAN TO EXPAND AND ENHANCE THE

RECREATIONAL OPPORTUNITIES AND EXPERIENCES OF LAKE

SAMMAMISH STATE PARK PATRONS.  THIS PROJECT IS A

PARTNERSHIP BETWEEN FRIENDS OF LAKE SAMMAMISH

STATE PARK AND THE WASHINGTON STATE PARK &

RECREATION COMMISSION INTENDED TO EXPAND THE PLAY

EXPERIENCES OF FAMILIES AND YOUTH THROUGH THE

INSTALLATION OF A “DESTINATION PLAYGROUND”.

DON HOCH,  DIRECTOR

STEVE S. MILNER, SECRETARY DOUGLAS D. PETERS

LUCINDA S. WHALEY, CHAIR

KEN BOUNDS

PATRICIA T. LANTZ, VICE CHAIR MARK O. BROWN

RODGER SCHMITT
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TESC &

DEMOLITION PLAN

L2.1
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THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING 

CAUTION!!! OVERHEAD AND UNDERGROUND UTILITIES
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SCALE: NTS

AS NOTED

ALL TREE PROTECTION AREAS SHALL HAVE PROTECTIVE BARRIER FENCES ERECTED IN A 10 FOOT RADIUS FROM

TREE TRUNK WHERE SPACE ALLOWS, OTHERWISE LOCATE AS SHOWN.  THE FENCES SHALL BE HIGH-DENSITY

POLYETHYLENE PLASTIC, RECTANGULAR PATTERN, COLOR IS SAFETY ORANGE AND SUPPORTED BY T-POST STEEL

FENCE POSTS SPACED A MAXIMUM OF 8-FEET APART.  ALL UNDERSTORY REMOVAL AND GRUBBING IN ROOT

PROTECTION ZONES SHALL BE PERFORMED BY HAND.  PROTECTIVE FENCING SHALL BE APPROVED BY ENGINEER.

ANCHOR POSTS SHALL BE

DRIVEN METAL "T-POST" FENCE

POSTS - 6' LENGTH TYPICAL

(OR APPROVED EQUAL)

USE 8" WIRE 'U' TO

SECURE FENCE

BOTTOM, TYPICAL

ANCHOR POSTS MUST

BE INSTALLED TO NO

LESS THAN 2' DEPTH

HIGHLY VISIBLE FLAGGING,

TYP. AT EACH POST

4' HIGH PLASTIC FENCE (TYP.)

SECURE FENCING TO POST W/

3 (MIN) 4" 17 GA. PVC COATED

DOUBLE LOOP TIE WIRE
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1x2x30" STAKE

9" DIA.  COIR LOG
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1x2x30" STAKES

@ 36" O.C.

SLOPE
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PLAYGROUND

SITE PLAN

L3.1
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THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING

THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
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OUTFALL MUST BE
LOCATED AT OHWM



PLAYGROUND

LAYOUT & GRADING
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THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING

THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
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SITE DETAILS
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SITE DETAILS

L4.2
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SITE DETAILS
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IRRIGATION PLAN
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THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING

THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
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IRRIGATION

NOTES & DETAILS

L6.2
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THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING

THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
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NOT TO SCALE

1

L6.2

SCALE AS NOTED

1. ALL CONSTRUCTION SHALL COMPLY WITH THE CONTRACT DRAWINGS AND SPECIFICATIONS.

2. CONTRACTOR SHALL COORDINATE AND SCHEDULE ALL WORK WITH THE OWNER.  CONTRACTOR SHALL SUPPLY

ENGINEER WITH A PROJECT WORK PLAN PER WSDOT 8-02.3(2) FOR APPROVAL PRIOR TO BEGINNING WORK. THE

INSTALLATION OF PLANT MATERIAL SHALL NOT BE ALLOWED UNTIL IRRIGATION LAYOUT & COVERAGE TESTS

ARE APPROVED BY ENGINEER. ALL CONSTRUCTION CONFLICTS SHALL BE BROUGHT TO THE ATTENTION OF THE

ENGINEER IMMEDIATELY UPON RECOGNITION.

3. CONTRACTOR IS RESPONSIBLE FOR A THOROUGH CLEAN-UP FOR HIS/HER RESPECTIVE WORK, DAILY AND AT

PROJECT CLOSE-OUT.

4. CONTRACTOR IS RESPONSIBLE FOR PROTECTING ALL EXISTING IMPROVEMENTS.  DAMAGE TO EXISTING

IMPROVEMENTS BY THE CONTRACTOR SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AND/OR

QUALIFIED INSTALLERS/TRADES ACCEPTABLE TO THE SOLE SATISFACTION OF THE ENGINEER AND AT NO COST

TO THE OWNER.

5. ALL LATERAL PIPING UNDER HARD SURFACES (INCLUDES CONCRETE, ASPHALT, HARDSCAPE IMPROVEMENTS,

CRUSHED GRAVEL) SHALL BE SLEEVED WITH 4" DIAMETER PVC CONDUIT EXTENDING 18 INCHES BEYOND HARD

SURFACE EDGE.  MARK ENDS WITH A 3/8" DIAMETER REBAR, 18" IN LENGTH.  TOP OF REBAR TO BE 1" UNDER

SOIL SURFACE.  ALL SLEEVES UNDER HARD SURFACE SHALL BE STRAIGHT TO ALLOW FOR IRRIGATION PIPE

REPLACEMENT. ALL SLEEVE INSTALLATION SHALL BE ACCOMPLISHED UNDER THIS CONTRACT.

6. ALL CONTROL WIRING NOT IN MAINLINE TRENCH SHALL BE BURIED WITHIN METAL CONDUIT.  ALL CONDUIT AND

FITTINGS SHALL BE INTERMEDIATE METALLIC OR BETTER.

7. IRRIGATION SITE PLAN IS SCHEMATIC.  IRRIGATION PLUMBING AND EQUIPMENT SHALL BE INSTALLED IN LAWN

OR SHRUB BED AREAS AND WITHIN PROPERTY BOUNDARIES. THE CONTRACTOR SHALL CONSIDER ALL SITE

FEATURES IN THE INSTALLATION OF IRRIGATION IMPROVEMENTS. THE CONTRACTOR SHALL BE RESPONSIBLE

FOR SUPPLYING AND INSTALLING ALL IRRIGATION EQUIPMENT NECESSARY FOR A COMPLETE AND FUNCTIONAL

IRRIGATION SYSTEM. FIELD VERIFY ALL EXISTING EQUIPMENT LOCATIONS AND REPORT ANY INCONSISTENCIES

TO ENGINEER.

8. ALL PVC SOLVENT WELDS WILL BE MADE AS A TWO-STEP PROCESS W/ SEPARATE PRIMER AND GLUE

APPLICATIONS.  ALL GLUE SHALL BE MANUFACTURED FOR IRRIGATION AND CONDUIT ASSEMBLY ONLY.  NO

"ONE-STEP" GLUE SHALL BE ALLOWED. SUBMIT PRODUCT INFORMATION FOR APPROVAL PRIOR TO USE.

9. AN OBSERVED IRRIGATION MAINLINE PRESSURE TEST IS REQUIRED PRIOR TO COMPLETE BACKFILL OF MAINLINE

TRENCHES.
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LANDSCAPE PLAN
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THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING

THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

C
O

N
C
E
P
T
 
S
U

B
M

I
T
T
A
L
 
-
 
N

O
T
 
F
O

R
 
C
O

N
S
T
R
U

C
T
I
O

N

02
/2

5/
20

16



LANDSCAPE

NOTES & DETAILS
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THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING

UTILITIES.  THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING

THE UNDERGROUND LOCATE LINE AT 1-800-424-5555 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
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